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NOTES
-EACH PANEL NEEDS AN ELECTRONICS CONTROLLER AND POWER SUPPLY CONNECTED TO A 120V OUTLET RECEPTACLE
-USE 18 GAUGE 2 CONDUCTOR CL3P SHIELDED CABLE FOR ELECTRICAL CONNECTIONS WITH A MAXIMUM WIRE RUN DISTANCE OF 100 METERS
-COMPONENTS MUST BE INSTALLED WITHIN A SUITABLE PLENUM RATED ENCLOSURE IF MOUNTED IN PLENUM SPACE
-MINIMUM OF 1 WALL SWITCH PER GROUP OF CLIC PANELS (NO LIMIT PER SWITCH)
-SWITCH DEVICE CAN BE REGULAR LIGHT SWITCH, CONTACT SWITCH, OR RELAY
-CABLE CONNECTION FROM CONTROLLER TO CLiC PANEL MUST MAINTAIN CONSTANT CONNECTION. DO NOT INTERRUPT GLASS LINE IN ANY WAY
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REV DATE BY DESCRIPTION
B 01/27/2021 ZTF  ADDED LEGEND & PAGE 2, CHANGED 'DRIVER' TO 'CONTROLLER', LINES, NAME AND TITLE BLOCK
B 10/18/2021 DPS  PART NUMBER UPDATE CHANGED FROM 9007 TO 5302
C 03/10/2022 ZTF  CHANGED DOCUMENT NUMBER FROM 5302 TO 5902
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